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Features and Benefits:
•  �Can be installed over a variety of substructures, including continuous insulation 

and sub girts

•  �Available for horizontal or vertical applications

•  �Available with factory mastic for superior air and water infiltration resistance

•  �Available in a wide variety of colors and gauges

•  �Factory corners available

Product Specifications
•  Applications: Wall 

•  Coverage Widths: 16" 

•  �Panel Attachment: Concealed  
Fastening System

•  Gauges: 24 (standard); 22, 20, 18 (optional)

•  �Finishes: Smooth (standard); Embossed 
(optional; 24 and 22 gauge only)

•  �Coatings:Galvalume Plus®, Signature® 200, 
Signature® 300, Signature® 300 Metallic

MasterLine 16® is a concealed fastener metal wall panel that provides an interesting shadow line, enhancing the aesthetics 
of the panel. While primarily designed for horizontal applications, it can also be installed vertically to give a distinguished 
architectural design. The panels provide 16” coverage and are available with factory applied mastic in the side laps. Panels 
may be attached to metal studs, with or without sheathing, as well as to subgirts.
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MASTERLINE 16®

CONCEALED 
FASTENING SYSTEMS

HOUSTON, TX | 281.407.6915
ADEL, GA | ​888.514.6062
ATLANTA, GA | 678.337.1619

ATWATER, CA | 209.445.3891
DALLAS, TX | ​469.256.8255
INDIANAPOLIS, IN | ​317.364.4329

LUBBOCK, TX | ​806.224.2724
MEMPHIS, TN | ​662.298.2337
OKLAHOMA CITY, OK | 405.492.6968

OMAHA, NE | 402.983.8006
PHOENIX, AZ | 480.630.3022
ROME, NY | 315.371.4330

SALT LAKE CITY, UT | 385.715.2952
SAN ANTONIO, TX | 210.888.9768
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MASTERLINE 16®
CONCEALED FASTENING SYSTEM

CATEGORY CHARACTERISTIC TEST METHOD PURPOSE RESULT

ENVIRONMENTAL

Air leakage ASTM E283

Determines the air leakage rates of 
exterior windows, curtain walls, and doors 
under specified air pressure differences 
across the specimen

0.002 cfm/ft2 at 6.24 psf static pressure                  
0.003 cfm/ft2 at 12.00 psf static pressure

Water Penetration ASTM E331

Determines the resistance of exterior 
windows, curtain walls, skylights, and 
doors to water penetration when water is 
applied under uniform static air pressure 
difference

No uncontrolled water penetration 
through the panel joints at a static 
pressure of 20.00 psf

STRUCTURAL

Negative Wind Loads ASTM E 1592
Provides a standard procedure to evaluate 
or confirm structural performance under 
uniform static air pressure difference

See Load Chart Section

Positive Wind Loads ASTM E 1592
Provides a standard procedure to evaluate 
or confirm structural performance under 
uniform static air pressure difference

See Load Chart Section

Descriptions and specifications contained herein were in effect at the time this publication was approved for printing. In a continuing effort to refine and improve products, 
MBCI reserves the right to discontinue products at any time or change specifications and/or designs without incurring obligation. To ensure you have the latest information 
available, please inquire or visit our website at www.mbci.com. MBCI's insulated metal panel product line is manufactured by Metl-Span®.


