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Houston, tX | 877.713.6224
Adel, GA | 888.446.6224
AtlAntA, GA | 877.512.6224

AtwAter, CA | 800.829.9324
dAllAs, tX | 800.653.6224
IndIAnApolIs, In | 800.735.6224

lubboCk, tX | 800.758.6224
MeMpHIs, tn | 800.206.6224
oklAHoMA CIty, ok | 800.597.6224

oMAHA, ne | 800.458.6224
pHoenIX, AZ | 888.533.6224
rICHMond, VA | 800.729.6224

roMe, ny | 800.559.6224
sAlt lAke CIty, ut | 800.874.2404
sAn AntonIo, tX | 800.598.6224

Features and Benefits:
•   Because the panels are generally run parallel to the curved surface, no pre-curving 

of the FlexLoc® panel is required.

•   For the designer who wants a barrel vault with a smooth look (no standing seams) 
and horizontal lines instead of vertical, curved FlexLoc® is the recommended 
product. It’s ideal for curved applications or soffits.

•   FlexLoc® is a non-structural panel.

Product Specifications
•  Applications: Roof, Fascia, Soffit

•  Coverage Widths: 8½”, 9½”, 10½”

•   Panel Attachment: Concealed Fastening 
System

•  Gauges: 24 (standard); 22 (optional)

•   Finishes: Smooth (standard); Embossed 
(optional)

•   Coatings: Galvalume Plus®, Signature® 200, 
Signature® 300, Signature® 300 Metallic

Available in 8½-inch, 9½-inch or 10½-inch widths, the FlexLoc® panel is clipped down to a waterproofed solid substrate, when 
used in roof applications.
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